Feed-Through Wireway
Type 4X
Data Sheet

Application
- Houses runs of control and power cables
- Intended for indoor or outdoor use where a corrosive environment exists
- Protects against corrosion, windblown dust and rain, splashing water and hose-directed water

Standards
- UL 870 listed, unless noted
- CSA C22.2 No. 26 certified, unless noted
- Conforms to NEMA standard for Type 4X

Finish
- Outer surface of wireway body and cover has a smooth brushed finish
- Wireway body and cover is also available in Type 316 stainless steel upon special request

Construction
- Wireway body and cover are fabricated from Type 304 stainless steel
- Flanges are (10) gauge stainless steel
- All continuous welded seams are finished smooth
- External and internal edges are rounded to prevent injury or damage to cable
- Covers are secured to the wireway body with heavy-duty hinges on one side and easy-to-operate screw clamps mounted to the opposite side
- Continuous flanged ends assure rigid connections of wireway and fittings
- Cover has a seamless poured in-place gasket
- An oil-resistant gasket is provided for installation between flanges

Discount Schedule: C2
Subclass: Z70

Notes: We can provide special sizes, finishes and other modifications. Consult the factory for your special requirements.
Feed-Through Wireway
Type 4X
Illustration Sheet and Catalog Number

Subclass: Z70

Notes: Dimensions are in inches. Millimeters shown are for reference only. Data subject to change without notice.

<table>
<thead>
<tr>
<th>Size</th>
<th>H in.</th>
<th>W in.</th>
</tr>
</thead>
<tbody>
<tr>
<td>4 x 4</td>
<td>4.00</td>
<td>102</td>
</tr>
<tr>
<td>6 x 6</td>
<td>6.00</td>
<td>152</td>
</tr>
</tbody>
</table>

(*) Insert for length 12" = 12 " , 24" = 24 " , 36" = 36 " , 48" = 48 " , 60" = 60 " , 120" = 120 " .

Notes: Dimensions are in inches. Millimeters shown are for reference only. Data subject to change without notice.

B-Line series electrical enclosures

Eaton
Feed-Through Wireway
Type 4X
Illustration Sheet and Catalog Number

Subclass: Z70

Notes: Dimensions are in inches. Millimeters shown are for reference only. Data subject to change without notice.

**Cable & Wire Management**

Eaton

38

B-Line series electrical enclosures
Feed-Through Wireway Type 4X
Illustration Sheet and Catalog Number

Subclass: Z70

Wireway Hangers
- Includes wireway to bracket mounting hardware
- Anchors not included

<table>
<thead>
<tr>
<th>Catalog Number</th>
<th>Drop</th>
<th>Bracket</th>
<th>Size</th>
<th>D in.</th>
<th>E in.</th>
<th>F in.</th>
<th>G in.</th>
<th>H in.</th>
</tr>
</thead>
<tbody>
<tr>
<td>44-4XSDDH</td>
<td>4 x 4</td>
<td>44-4XSBH</td>
<td></td>
<td>12.00</td>
<td>6.00</td>
<td>152</td>
<td>6.25</td>
<td>159</td>
</tr>
<tr>
<td>66-4XSDDH</td>
<td>6 x 6</td>
<td>66-4XSBH</td>
<td></td>
<td>16.00</td>
<td>8.25</td>
<td>210</td>
<td>8.50</td>
<td>216</td>
</tr>
</tbody>
</table>

Flexible Fitting
- Isolates wireway from shock or vibration and compensates for misalignment, 90° maximum angle. Hypalon bellow with steel flanges.

<table>
<thead>
<tr>
<th>Catalog Number</th>
<th>Size</th>
<th>ØA</th>
</tr>
</thead>
<tbody>
<tr>
<td>44-4XSFFF *</td>
<td>4 x 4</td>
<td>4.00 102</td>
</tr>
<tr>
<td>66-4XSFFF *</td>
<td>6 x 6</td>
<td>6.00 152</td>
</tr>
</tbody>
</table>
* Not UL or CSA Listed fitting.

90° Elbow
- Includes (1) gasket & hardware

45° Elbow
- Includes (1) gasket & hardware

Tee
- Includes (2) gaskets & hardware

Cross
- Includes (3) gaskets & hardware

Notes: ‘C’ dimensions are from intersection of center lines. All dimensions are to inside surfaces. Allow .12” (3mm) for flange gasket when joining pieces. Flange holes are .28: dia. (7mm). Flange radii are .37” (9mm). Dimensions are in inches. Millimeters shown are for reference only. Data subject to change without notice.