Notes:

1. B335-2 adjustable hinges for longitudinal braces may be attached on either side adjacent to the all thread rod, or attached to the all thread rod itself.

2. B335-2 adjustable hinges for transverse braces may be attached to the all thread rod.

3. Two B335-2 adjustable hinges may be attached to the strut trapeze using the same bolt or all thread rod.

4. It is not necessary to install both transverse braces and longitudinal braces on the same trapeze support. Either set of braces may be removed to form a longitudinal brace only or a transverse brace only if desired.

5. Longitudinal braces, when needed, must be installed at both ends of trapeze.

6. The equipment shown on this trapeze support is generic in nature. Any number of pipes, conduits, ductwork or cable tray may be supported following the system weight and support spans listed in Appendix 2 - Table 1.

7. Torque all nuts per Note D, page 9.

8. Refer to note Q, page 10 for installations requiring insulated pipe.
Notes:

1. B335-2 adjustable hinges for longitudinal braces may be attached on either side adjacent to the all thread rod, or attached to the all thread rod itself.

2. B335-2 adjustable hinges for transverse braces may be attached to the all thread rod.

3. Two B335-2 adjustable hinges may be attached to the strut trapeze using the same bolt or all thread rod.

4. It is not necessary to install both transverse braces and longitudinal braces on the same trapeze support. Either set of braces may be removed to form a longitudinal brace only or a transverse brace only if desired.

5. Longitudinal braces, when needed, must be installed at both ends of trapeze.

6. The equipment shown on this trapeze support is generic in nature. Any number of pipes, conduits, ductwork or cable tray may be supported following the system weight and support spans listed in Appendix 2 - Table 1.

7. Torque all nuts per Note D, page 9.

8. Refer to note Q, page 10 for installations requiring insulated pipe.
Notes:

1. B335-2 adjustable hinges for longitudinal braces may be attached on either side adjacent to the all thread rod, or attached to the all thread rod itself.
2. B335-2 adjustable hinges for transverse braces may be attached to the all thread rod.
3. Two B335-2 adjustable hinges may be attached to the strut trapeze using the same bolt or all thread rod.
4. It is not necessary to install both transverse braces and longitudinal braces on the same trapeze support. Either set of braces may be removed to form a longitudinal brace only or a transverse brace only if desired.
5. Longitudinal braces, when needed, must be installed at both ends of trapeze.
6. The equipment shown on this trapeze support is generic in nature. Any number of pipes, conduits, ductwork or cable tray may be supported following the system weight and support spans listed in Appendix 2 - Table 2.
7. Torque all nuts per Note D, page 9.
8. Refer to note Q, page 10 for installations requiring insulated pipe.