HAZCOR CEILING MOUNT

Installation Information

SAVE THESE INSTRUCTIONS FOR FUTURE REFERENCE

HAZCOR PENDANT MOUNTS:
INX7051A-C2 ALUMINUM 1" IPS 2 WAY
INX7051A-C3 ALUMINUM 3/4" IPS 2 WAY
INX7051A-C4 ALUMINUM 3/4" IPS 4 WAY
INX7051A-C5 ALUMINUM 1" IPS 4 WAY
INX7051S-C2 STNLS. STL. 1" IPS 2 WAY
INX7051S-C3 STNLS. STL. 3/4" IPS 2 WAY
INX7051S-C4 STNLS. STL. 3/4" IPS 4 WAY
INX7051S-C5 STNLS. STL. 1" IPS 4 WAY

PARTS INCLUDED:
A (4) 1/4" LOCK WASHERS
B (4) 1/4"-20 X 3/4" HEX HEAD BOLTS
C (1) CEILING MOUNT
D (1) SILICONE GASKET

CAUTION: REFER ALL SERVICING TO QUALIFIED PERSONNEL!
DISCONNECT FROM SUPPLY CIRCUIT BEFORE SERVICING!

INSTALL CEILING MOUNT IN THE INTENDED LOCATION.
INSTALL GASKET D BETWEEN CEILING MOUNT C AND HAZCOR HOUSING.
INSTALL 1/4" X 20 X 3/4" BOLTS B WITH LOCK WASHERS A FROM THE
INSIDE OF THE HOUSING INTO THE TAPPED HOLES ON THE CEILING MOUNT C.
TIGHTEN TO APPROXIMATELY 5FT-LBS. DO NOT OVERTIGHTEN.

SUPPLY WIRE CONNECTIONS:
BRING SUPPLY WIRES IN THROUGH MOUNTING ATTACHMENT INTO HAZCOR HOUSING.
CONNECT HOT (BLACK) LEAD TO TERMINAL BLOCK ACROSS FROM BLACK LEAD OF
QUICK-DISCONNECT. CONNECT NEUTRAL (WHITE) LEAD TO TERMINAL BLOCK
ACROSS FROM WHITE LEAD OF QUICK DISCONNECT. CONNECT GROUND WIRE TO
GREEN GROUND WIRE LOCATED NEXT TO TERMINAL BLOCK.
PULL EXCESS SUPPLY WIRE OUT OF HAZCOR HOUSING INTO MOUNTING
ATTACHMENT.

All statements, technical information and recommendations contained herein are based on Information and tests we believe to be reliable. The accuracy or completeness thereof are not guaranteed. In accordance with Crouse-Hinds “Terms and Conditions of Sale”, and since conditions of use are outside our control, the purchaser should determine the suitability of the product for his intended use and assumes all risk and liability whatsoever in connection therewith.