FIELD WIRING INSTRUCTIONS FOR F1061–226

RISK OF FIRE AND ELECTRIC SHOCK. THIS PRODUCT IS TO BE INSTALLED BY A QUALIFIED ELECTRICIAN ONLY. WALL MOUNT ONLY. USE ONLY ON A GROUNDED SYSTEM. THIS FIXTURE EMPLOYS A GROUNDED TYPE RECEPTACLE AND IS NOT INTENDED FOR CONNECTION TO A TWO‐WIRE UNGROUNDED SOURCE OF SUPPLY. MAKE ELECTRICAL CONNECTIONS OR SPLICES IN ACCORDANCE WITH N.E.C.. IF WIRES ARE ROUTED WITHIN (3) THREE INCHES OF THE BALLAST, WIRE MUST BE RATED MINIMUM 90°C.

![Diagram of wiring connections]

1 NOTE:
THIS FIXTURE MAY NOT EMPLOY A RECEPTACLE FOR VOLTAGES OTHER THAN 220 VAC.

WARNING: POSSIBLE SHOCK HAZARD, BE SURE POWER SUPPLY IS OFF! ALL ELECTRICAL WIRING SHOULD BE DONE BY QUALIFIED ELECTRICIANS.

All statements, technical information and recommendations contained herein are based on information and tests we believe to be reliable. The accuracy or completeness thereof are not guaranteed. In accordance with Crouse-Hinds “Terms and Conditions of Sale”, and since conditions of use are outside our control, the purchaser should determine the suitability of the product for his intended use and assumes all risk and liability whatsoever in connection therewith.