INSTALLATION & ELECTRICAL WIRING

Risk of electrical shock hazard, only qualified personnel should conduct this procedure!

This luminaire is rated to operate on 120v ac / 60Hz circuit only.

1. Make (2) Ø 7/16" mounting holes per mounting dimensions below.

   **NOTE:** This luminaire is for surface mount with lamp in horizontal position only.

2. Remove (2) nuts (9A) on threaded studs (9B).
3. Position luminaire base (9B) on surface with threaded studs (9B) thru mounting holes.
4. Replace (2) nuts (9A) and tighten to mounting surface.
5. Connect power cord (4C) to grounded supply circuit.

**CAUTION** Use only fluorescent lamp to lumpholder type and wattage rating indicated on the luminaire. Exceeding this can cause over heating, premature failure and be dangerous.

6. Open lens door (4A) by loosening thumb screw (9C).
7. Install the proper wattage lamps (not provided) into the lumpholders (4B).
8. Close lens door (4A) and tighten thumb screw (9C).
9. Apply power and inspect for proper operation.

All statements, technical information and recommendations contained herein are based on Information and tests we believe to be reliable. The accuracy or completeness thereof are not guaranteed. In accordance with Crouse-Hinds "Terms and Conditions of Sale", and since conditions of use are outside our control, the purchaser should determine the suitability of the product for his intended use and assumes all risk and liability whatsoever in connection therewith.