AtLite

Rival Series
Emergency Lighting

Approved for New York City
The AtLite Rival Series is a complete family of exit and emergency lighting fixtures that have been designed to offer both performance and value. All products listed in this brochure are UL listed and approved for use in New York City.

When placing your next order, look no further than AtLite, the brand with the largest product offering and most reliable name for exit and emergency lighting in New York!
Rival Series -
Edge-Lit Exits

Features:
- Anodized Aluminum Housing/Faceplate
- Clear Acrylic Panel
- Dual Voltage Input 120/277 VAC, 60 Hz
- Long-Life, Energy Efficient LEDs
- Sealed Nickel Cadmium Batteries with 15 Year Life Expectancy
- UL Damp Location Listed (Indoor)
- Universal, Field Installed Chevrons
- Ceiling, Wall or End Mounting

Dimensions

Surface
REUS Series

Recessed
REUR Series

Ordering Information
Sample Number: REURNR

REU
Series REU-Rival Edge-Lit

Mounting R-Recessed
(Accessible Ceiling Only)
S-Surface

Battery A-AC Only
N-Self Powered

Face Options 18-Single Face, 8” Letters
28=Double Face, 8” Letters

R
Letter/Background Color
R-Red Letters

Energy Data:
Input Power:
120V = 3W
277V = 3W

Input Current (Max.):
120V = .025A
277V = .011A

1 Single face = clear background; Double face = mirrored background.
2 Nickel Cadmium batteries include a 15 year pro-rata warranty.
3 Surface Version (Recessed Edge-Lit only available for accessible ceiling mounting).
4 Dimensions for 8” letter sign.
Rival Series -
Die Cast Exits

Features:
- Die Cast Aluminum Housing with Canopy
- Brushed Aluminum Face
- Dual Voltage Input 120/277 VAC, 60 Hz
- Long Life, Energy Efficient LEDs
- Premium Sealed Nickel Cadmium Batteries with 15 Year Life Expectancy
- UL Damp Location Listed (Indoor)
- Universal, Field Selectable Chevrons
- Ceiling, Wall, End Mounting

Dimensions

Ceiling
- EXIT
- 15.5˝ x 11˝
- 2.3W at 120V
- 2.7W at 277V

End
- EXIT
- 16˝ x 10.5˝
- 1.25W at 120V
- 1.75W at 277V

Ordering Information
Sample Number: RXDN8R1
- RXD Series
- N Battery
- 8 Letter Size
- R Letter Color
- 1 or 2 Number of Faces

Energy Data:
- Input Power:
  - 120V = 2.3W
  - 277V = 2.7W
- Input Current (Max.):
  - 120V = .025A
  - 277V = .012A

1 Nickel Cadmium batteries include a 15 year pro-rata warranty.
Rival Series -  
Steel Exit Signs

Features:
- Heavy Duty 20 Gauge Steel Housing with Canopy
- White Powder Coat Finish
- Dual Voltage Input 120/277 VAC, 60 Hz
- Long-Life, Energy Efficient LEDs
- Sealed Nickel Cadmium Batteries with 15 Year Life Expectancy¹
- UL Damp Location Listed (Indoor)
- Universal, Field Selectable Chevrons
- Ceiling, Wall, End Mounting

Dimensions

Ceiling

End

Ordering Information

Sample Number: RXSN8RU

Energy Data:
Input Power:
120V = 5W
277V = 5W
Input Current (Max.):
120V = .041A
277V = .018A

¹ Nickel Cadmium batteries include a 15 year pro-rata warranty.
Rival Series -
Steel Combo (Exit Sign & Emergency Light)

Features:

- Heavy Duty 20 Gauge Steel Housing
- White Powder Coat Finish
- Dual Voltage Input 120/277 VAC, 60 Hz
- Long Life, Energy Efficient LEDs (Exit)
- Three Powerful 12W Incandescent Lamps (Emergency Heads)
- 36W Sealed Lead Calcium Batteries with Available Remote Capacity¹
- UL Damp Location Listed (Indoor)
- Universal, Field Selectable Chevrons

Dimensions

Ordering Information

Sample Number: RCS8R-3

Energy Data:

Input Power:
- 120V = 12.7W
- 277V = 14.3W

Input Current (Max.):
- 120V = .115A
- 277V = .056A

¹ Lead Calcium batteries include 5 year pro-rata warranty. 12W remote capacity available with (2) 12W lamps attached to fixture.
Rival Series -
Steel Emergency Lights

Features:
- Heavy Duty 20 Gauge Steel Housing
- White Powder Coat Finish
- Dual Voltage Input
  120/277 VAC, 60 Hz
- Available in both 6V and 12V Models
- Powerful Incandescent Lamping
  - 6REL18 includes (2) 9W Heads
  - 6REL27 includes (2) 12W Heads
  - 12REL50-3 includes (3) 12W Heads
- Dependable Sealed Lead Calcium Batteries\(^1\)
- UL Damp Location Listed (Indoor)

Dimensions

<table>
<thead>
<tr>
<th>Sample Number</th>
<th>6REL18 / 6REL27</th>
<th>12REL50-3</th>
</tr>
</thead>
<tbody>
<tr>
<td>6 REL</td>
<td>15.5˝ × 10˝ × 2.5˝</td>
<td>16.5˝ × 14.5˝ × 2.5˝</td>
</tr>
<tr>
<td>12 REL</td>
<td>9˝ × 2.5˝</td>
<td>10.5˝ × 2.5˝</td>
</tr>
</tbody>
</table>

Energy Data:

**6REL18:**
- Input Power:
  120V = 7.1W
  277V = 8.0W
- Input Current (Max.):
  120V = 0.066A
  277V = 0.031A

**6REL27:**
- Input Power:
  120V = 7.1W
  277V = 8.0W
- Input Current (Max.):
  120V = 0.066A
  277V = 0.033A

**12REL50-3:**
- Input Power:
  120V = 7.0W
  277V = 8.4W
- Input Current (Max.):
  120V = 0.165A
  277V = 0.072A

Ordering Information

Sample Number: 6REL18

<table>
<thead>
<tr>
<th>6</th>
<th>REL</th>
<th>12REL50-3</th>
</tr>
</thead>
<tbody>
<tr>
<td>Voltage</td>
<td>Series REL=Rival Emergency Light</td>
<td>Capacity</td>
</tr>
<tr>
<td>6-6 Volt</td>
<td>18–18 Watts (w/2) 9 Watt Heads</td>
<td>50-50 Watts</td>
</tr>
<tr>
<td>12-12 Volt</td>
<td>27–27 Watts (w/2) 12 Watt Heads</td>
<td>3–(3) 12 Watt Heads</td>
</tr>
</tbody>
</table>

\(^1\) Lead Calcium Battery(s) include a 5 year pro-rata warranty.