














  

LED WALL SCONCE  •   tile

tile

LED WALL SCONCE   •   tile

Designed for interior applications, tile is a luminous, clean, geometric 

form that can be surface mounted or recessed into walls and ceilings. 

An anodized aluminum frame, less than ¾" deep, houses LED linear 

strips that serve to edge glow an optical wave-guide acrylic. The result 

is a uniform distribution of light with a variety of different color options.
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Application
Recessed and surface mounted, 5" and 10" square luminous tiles may be mounted to either 
gypsum board walls and ceilings or acoustical tile ceilings. Six standard color options 
along with a plethora of custom colors offer designers a variety of design opportunities 
for interior applications. tile may also be customized with graphic inserts for a “signage 
option.” tile is ideal for spaces where color is specified to provide visual cues, emphasize 
brand identity or simply artistic expression.

tile may also be used for signage applications. Graphics may be emailed to io for insertion 
into the tile.

Light Output
tile is designed to be used as a decorative accent luminaire. While lumen output is negligible, 
perceived brightness is substantial. io recommends reviewing samples prior to specification. 
Contact your local io representative to review samples.

Red, green, blue, and amber color options utilize a wave guide acrylic with micro-prisms. 
The clear lens is edge lit with color specific LEDs. Lens appearance is slightly prismatic.

Frost Blue and Frost Green options utilize white LEDs coupled with a tinted lens. Lens 
appearance is similar to sandblasted acrylic. io ensures that each LED is driven with the 
proper current and voltage, which enables the average rated life to be 50,000 hours at 
70% of lamp lumen output. To ensure proper performance, architectural details should 
allow for ventilation and air flow around the fixture.  

Construction
The .66" deep tile frame is anodized extruded aluminum and houses an acrylic lens. 
Gypsum board recessed housing frame is extruded aluminum and provides a flangeless 
edge condition. All recessed and surface mounted housings come standard with bar/joist 
hangers and junction boxes. Tile is for interior applications only.

Mounting Options
Recessed Gypsum Board Tile
tile may be recessed into gypsum board ceilings or walls. tile frame housing is installed into 
the gypsum board rough opening in walls or ceilings. The tile frame has built-in beading 
detail for mud work and sanding. The result is a clean control joint offering a reveal around the 
recessed tile. All hardware, including junction box and bar hangers, is provided by io Lighting. 
Junction boxes are shipped with both options.
 
Acoustical Tile 
Designed much like a conventional downlight, the housing recesses into acoustical tile and is 
supported by io provided bar hangers. Quick connect fittings enable easy snap in connection 
for tile into its housing.  
 
Surface Mount Tile
tile may be surface mounted to walls or ceilings. io provides the junction box, bar hangers 
and plaster ring for the recessed portion of the assembly. The plaster ring is designed to 
accommodate gypsum board or plaster thicknesses from .5" to .75". Surface mounted tile 
snaps into the mounting bracket for a snug and tight fit! Great for applications where  
recessed depth allowance is limited. 

Electrical
120v or 277v energy saving current limiting Class 2 power supply (driver) is provided by  
io and is located within the junction box.

Power Consumption
	 5 x 5: 8 watts		  10 x 10: 10 watts

Finish
Anodized aluminum finish is standard. Custom finishes may be available upon request.
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1. Custom sizes include 5"x10", 5"x14", 5"x18", 10"x14", 10"x18".
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1. 		 PRODUCT FAMILY
02		 Tile

2. 		 TYPE
5		  5"x5"
10		 10"x10"
C		  Custom(1)

3. 		color 	
R		  Red	
G		  Green
B		  Blue	
A		  Amber
FB		 Frost Blue
FG		 Frost Green
CC		 Custom Color

4. 		mou nting
100	S urface mounted gyp. board 
		  (ceiling or wall)
200	 Recessed gyp. board 
		  (ceiling or wall)
202	 Recessed acoustical tile ceiling

5. 		fi nish
1		  Anodized aluminum
2		  Anodized custom color

6. 		volt age / dimming
0		  120v
1		  277v
Note: Consult factory for  
custom voltage options.  
Dimming not available.

7. 		 SIGNAGE
M		  Men’s Room (10x10 only)
W		  Women’s Room (10x10 only)
MH	 Men’s Handicap (10x10 only)
WH	 Women’s Handicap (10x10 only)
C		  Custom
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Recessed Acoustical Tile

Surface Mount

1  5x5

2  10x10

L=Lee

R=Rosco

Custom Color Configuration
Add Custom Color Configuration number to the order code.

Color
Ref.

.
Three Digit Lee or Rosco

Numeric Extension

. .
Tile
Size

(Up to a three digit number must be 
obtained from Lee or Rosco.)

ADA Restroom signage OPTIONS (10" x 10" and white light ONLY)

CUSTOM SIGNAGE EXAMPLES 

Red Green Blue

Amber Frost Blue Frost Green

5" x 5" and 10" x 10" Standard color Options 
Custom Colors Available

9.7"
(.25m)

9.7"
(.25m)

5.2"
(.13m)

5.2"
(.13m)

1"

25.4mm

1"

2.54cm

For Metric Conversion

1'

0.3m
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tile makes the perfect architecturally integrated signage solution. While all artwork is provided by our customers, io Lighting will have the image 
printed on a robust transparent film. Artwork provided should be 300 dpi or greater. The printed sign is then factory installed between the luminous 
wave guide and the protective lens. The following steps need to be followed to ensure a successful specification.

Room Numbers (See Figure A) 

Step 1: Specify tile size and lens color.
Step 2: Dimensions locating the number within the tile.
Step 3: Font type.
Step 4: Font color (Pantone specification required).

Figure A

Figure B

Artwork (See Figure B) 

Step 1: Specify tile size and lens color.
Step 2: Dimensions locating the artwork  
		        within the tile.
Step 3: Color (Pantone specification required).
Step 4: �Graphics file must be provided 

(resolution must be 300 dpi or greater).

Tile Details

Custom Sizes

ADA restroom signage options*

NY Life 
Designer: Visnik & Cawfield, Inc.
Photographer: Clements/Howcroft

tile may be recessed into gypsum board ceilings or walls. tile frame housing is installed into the gypsum board rough opening in walls or 
ceilings. The tile frame has built-in beading detail for mudd work and sanding. The result is a clean control joint offering a reveal around 
the recessed tile. All hardware, including junction box and bar hangers are provided by io Lighting. Junction boxes are shipped with both 
options. For additional details, contact your local io sales representative or www.iolighting.com.

Mounting Details

Recessed Gypsum Board

Recessed Acoustical Tile

Surface Mount

5" x 14" 5" x 18"5" x 10" 10" x 14" 10" x 18"

Note: Tile fixtures may be oriented vertically or horizontally.

gypsum installation

Step one

Step two

Step three

Control joint 
for reveal 
surrounding  
the recessed  
tile luminaire.

*(10" x 10" ONLY)
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9.3"
(.23m)

6.0"
(0.15m)

3.0"
(76mm)

9.3"
(.23m)

5.2"
(.13m)

3.0"
(76mm)

3.0"
(76mm)

5.2"
(.13m)


